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HYGENIX® ICON 
SOFT CLOSE TOILET SEAT

GREAT VALUE SOLUTIONS
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A ICON 
owned 
Australian 
business

Quality Assured Products
FIX-A-TAP® has been providing 
Australians with quality plumbing 
products since 1972.

FIX-A-TAP®

AUSTRALIA PTY LTD
The Ultimate Plumbing Solution

PO Box 200 Wahroonga
NSW Australia 2076
Made in China  ©2025
www.fixatap.com.au
Visit our website for
socials, plumbers, 
product info & more

We recommend installation by a licensed plumber. 
To find a plumber in your area, consult our 
Plumbers Registry with the QR code.

PlumbConnect® Plumbers Registry Bag

Check Locally

INCLUDED IN BOX: 
1 x Toilet seat and lid, 2 x Hinge brackets, 2 x Rectangular 
metal washers, 2 x Stainless steel hinge covers, 2 x Top fixing 
rubber nuts, 2 x Bolts, 2 x White bottom fixing plastic washers, 
2 x White bottom fixing plastic nuts. 

TOOLS REQUIRED: 
Phillips head or flat head screwdriver.

WARRANTY
This warranty runs for five (5) years from the date of purchase.

Our products come with guarantees that cannot be excluded under the Australian 
Consumer Law. You are entitled to a replacement or refund for a major failure and 
for compensation for any other loss or damage. You are also entitled to have the goods 
repaired if the goods fail to be of an acceptable quality and the failure does not amount to 
a major failure.

What is covered:
This warranty covers the product for domestic use only. The warranty covers any defects in 
materials or workmanship with the exception of the reasons stated below.  

What is not covered:
This warranty does not cover wear and tear to working parts, misuse or abuse. 
It does not cover discolourations due to exposure or cleaning chemicals.

Claim procedure:
If you believe you have a legitimate claim, please contact FIX-A-TAP® Australia via 
our website at www.fixatap.com.au/warranty to complete the warranty claim form. 
Alternatively you can contact our office on 02 9476 7400.

Any written correspondence should be sent to: FIX-A-TAP® Australia Pty Ltd, 
PO Box 200, Wahroonga NSW 2076

Please keep your receipt for proof of purchase.

Scan code to find out if this 
product will fit your toilet

What is Top or Bottom Fixing?

Toilet seats are attached to the toilet pan by inserting bolts into the pan holes.

‘Top Fixing’ toilet seats can be attached and tightened using only the top of the pan hole. Top fixing 
toilet seats are compatible with all types of toilet pans

‘Bottom Fixing’ toilet seats have nuts which must be tightened from the underside of the pan holes. 

Installation Instructions

Quick 
release 
button

Bolt

Stainless 
steel covers

Metal washer

Seat bracket
Threaded rubber nut 
(top fit only)     

Pan

Plastic washer 
(bottom fit only)

Plastic nut 
(bottom fit only)

Seat brackets

Seat & lid

Fixing 
recesses Assembled 

fixings

REMOVE BRACKETS FROM SEAT MOUNT BRACKETS TO PAN ADJUST BRACKET & FIX SEAT TO PAN1 2 3

Remove seat from packaging and check all the 
components are there. Locate the quick release 
button at the rear of the seat, push button in and 
pull out the seat brackets.

Top fixing: Insert the black rubber nut into the 
recesses located at the rear of the pan and assemble 
the bracket in the order above without the plastic 
washer and nut. 

Bottom fixing: Assemble the bracket in the order 
above without the rubber grommets. At this stage 
do not fully tighten the bolts.

The brackets allow for a small forward and backward 
adjustment. Place the seat on the brackets whilst they 
are still slightly loose. Adjust the seat and brackets to 
align the seat with the pan. Tighten the bracket so 
they can on longer move, you may need to carefully 
remove the seat to access the bolts if top fixing. 
Remove the seat and push on the stainless steel 
covers and lock the seat onto the seat bracket pins.

Adjustment

This seat can be installed on both top & bottom fixing pans

EASY CLEAN
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405-460mm (length to hinges)


